
 
 
 
 
 
 
 
 
 
 
 
 

 
 

TECHNICAL DATA 
Powerplant 

• Manufacturer BELL Helicopter 

• Engines 2 x Pratt & Whitney PT6T-3B 

• Max. power per engine 2x 1.025 hp 

Specifications 

• Seats 2 Crew and 13 Passengers 

• Cruising speed 122 kts 

• Max. speed VNE 140 kts 

• Fuel consumption 380 ltr/hr 

• Max. fuel load 1.250 ltr (330 US gal) + 621 ltr (164 US gal) Auxiliary fuel 

• Service ceiling 16.300 ft (Density altitude) 

• Max. operating altitude 20.000 ft (6.096 m) 

• Endurance 460 NM (832 km) 

• Max. take-off weight 5.400 kg 

Loading information 

• Empty weight 3.332 kg 7346,50lbs 

• Theoretical useful load 2068 kg (Fuel, equipment, crew and payload) 

• Max. external load 2267 kg (5000 lbs) 
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• Max. possible external load 1.518 kg 
 

AVIONICS 
• Full IFR capability • Radar-Altimeter 

• NVIS cockpit (NVG) • Autopilot System 

• VHF, RMI / RNAV • 2x Garmin GNS 430 

• UHF NAV • ELT 

• Marker Receiver • TAWS 

• Transponder • Weather Radar 

• Distance Measuring Equipment • Satellite Tracking System (Skytrac DSAT 300) 

 
 
 

EQUIPMENT 
• Cargo hook fixed provisions • Fixed landing light 

• Cargo hook mirrors (optional) • Interior night lights 

• Auxiliary fuel tank (optional) • boarding steps 

• High density seats fixed provisions • Full 3 Axis Autopilot system 

• Settling Protectors fixed and detachable portion • Dual pilot IFR 

• Strecher System (optional) • Cockpit voice recorder system 

• Search and Landing light 450 W • Engine fire extinguishing system 

5.400 kg Max. take-off weight • 

3.882 kg Total • 

3.332 kg 

170 kg 

300 kg 

80 kg 

Empty weight 

+ 2 Pilots 

+ Fuel (30 min operation + 30 min safety) 

+ Slingload equipment 

• 

ISA MSL ｜ Temperature 15 °C ｜ Pressure 1013,25 hPA 

PERFORMANCE 

 
AIRCRAFT SPECIFICATION SHEET 
BELL 412 SP - D-HAFW 

S/N: 33178 

mailto:info@g-h-service.com
http://www.global-helicopter-service.com/


AIRCRAFT SPECIFICATION SHEET 
BELL 412 SP - D-HAFW 

S/N: 33178 
 

PHOTO GALLERY 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Global Helicopter Service GmbH ｜｜ Germany ｜ Tel: +49 8654 770027-0 ｜ Fax: +49 8654 770027-10 info@g-h-service.com   

PHOTO GALLERY 

mailto:info@g-h-service.com












ingcb
Stamp

ingk9
Typewritten Text
Rev A March 2015



ingcb
Stamp



ingcb
Stamp



ingcb
Stamp



ingcb
Stamp



ingcb
Stamp


	TECHNICAL DATA
	6_D-HAFW Weight and Balance 29-05-2016 corrected.pdf
	ADPD5F8.tmp
	Sheet1

	ADP693C.tmp
	Sheet1

	Untitled
	Untitled




